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Product Description : 

· Stranded copper or tinned copper conductor.
· Low noise operating condition and low  propagation delays.
· High degree of flexibility PVC.
Applications : 

For audio system-professional and home entertainment use.
	Conductor
	No. of
Conductor 
	Insulation 
	Braid Shield
	Jacket

	AWG
	No./mm 
	MTRL
	No.
	mm
	MTRL
	No./mm 
	MTRL
	mm
	MTRL

	26
	10 / 0.12
	BC
	1
	2.1
	PE
	44 / 0.12
	BC
	6.0
	PVC

	26
	10 / 0.12
	TC
	1
	2.1
	PE
	44 / 0.12
	TC
	6.0
	PVC

	22
	16 / 0.16
	TC
	1
	2.1
	PE
	69 / 0.12
	BC
	6.0
	PVC

	24
	20 / 0.12
	BC
	2
	1.7
	PE
	16 / 5 / 0.12
	BC
	6.0
	PVC

	22
	16 / 0.16
	TC
	2
	1.9
	PE
	16 / 5 / 0.12
	TC
	6.0
	PVC

	23
	2.3/0.12+Tinsel
	BC
	2
	1.7
	PE
	16 / 6 / 0.12
	BC
	6.0
	PVC

	20
	26 / 0.16
	TC
	2
	1.8
	PE
	16 / 7 / 0.12
	TC
	6.0
	PVC
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Construction :
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